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FRW310 Fine Rag Watercolor (310gsm)

LYY O % TN
Product Specification
Weight (g/m2) 315+ 20
590 £ 20

Thickness (ur-n)

(mil) 23.2%0.8
Opacity (%) 1SO 2469 >98
CIE Whiteness (D65/10° ) min. ISO 2469 >78
Colour Elrepho UVO (D65) 150 2469 L 97.4+1.0
Colour Elrepho UVO a 04+05
Colour Elrepho UVO b 2.3+0.8
Colour Elrepho UVO delta b -0.4+£0.6
Available size 24" 136"/ 44" | 60" x 15M
Applications

Professional photography, High-end photo prints, Portfolio folders, Exhibitions, Art
reproduction.

Strengths

Watercolor textured surface, Pin-sharp details, High color consistency and gamut, Free of
optical brighteners, 100% cotton, mould-made, fourdrinier-made, Water resistance, Meets
criteria for permanence according 1SO 9706.

Compatible Printers
Il Waterbase [ ] Latex [ ] UV [] Solvent [ ] Indigo [_] Dry Toner [_] Thermal Transfer

Condition of usage and storage

Products should be utilized and stocked within relative humidity of 35% to 65%
and temperature of 10 to 30 degree Celsius.




